Portable Electrical Appliance Testing Certificate.


	Appliance Description
	
	Serial Number
	


	ITEM
	TEST
	PASS CONDITION
	PASS
	FAIL

	Mains lead
	Visual inspection of mains lead.
	Two layers of insulation and BS colours.

No damage.
	
	

	Mains lead
	Visual inspection of plug.
	Correctly connected.

Cable clamp gripped to sheath.

Correct fuse fitted.
	
	

	Mains lead detachable
	Visual inspection of panel male connector.
	BS type or equivalent.
	
	

	Mains lead detachable
	Attempt to open socket without tool.
	Un-openable.
	
	

	Mains lead detachable
	Attempt to pull cable from female connector.
	No movement.
	
	

	Grommet or clamp
	Visual inspection of grommet.
	Cable insulation protected.
	
	

	Grommet or clamp
	Sharp pull on cable.
	No appreciable movement.
	
	

	Grommet or clamp
	Attempt to rotate cable.
	No rotation.
	
	

	Mains on/off switch
	Visual inspection of switch.
	Correct operation.

No damage.
	
	

	Conducting case
	Visual inspection.
	No damage
	
	

	Conducting case
	Earth bonding.
	Earth resistance not greater than 0.1 OHMS.
	
	

	Conducting case
	High voltage insulation set.
	Insulation resistance not less than 2 OHMS.
	
	

	Insulating case
	Visual inspection. 
	No damage.

Double insulation mark visible(.
	
	

	Insulating case
	High voltage insulation set.
	Insulation resistance not less than 7 OHMS.
	
	

	Accessible fuse holders
	Visual inspection of switch.
	No damage.
	
	

	
	Removal of fuse carrier.
	Live parts (> 50 volts) cannot be touched.
	
	


This electrical appliance has been inspected and tested.

Failed ( the tests outlined above and the appliance removed from service(.

Passed ( the tests outlined above and returned to service(.

The recommended date of re-test is ………………………………………………………………………………..
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